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Abstract 
論文
Six rein日orcedconcrete shear wall models were buiIt and tested to investigate the effects of reversed cyclic lateral 
loading and eccentric tensile田 ialforce on the shear strength behavior. For five wall specimens， the measured strength 
values were found to be in close agreement with the calculated values by the past shear strength equation considering the 
axial tensile stress， regardless ofreversed cycIic lateralloading and eccentric tensile axial force. However， for the 
remaining one specimen， the experimental value became much smaller than the calculated value by the past equation. In 
this one， the elongation at the base part of the boundary column is larger than the others. It seems that the largest 




























































* PS巴10xaV(xt) ここで， a，は盛筋l本の断面積， Xは盤筋の問隣， tは爽際白壁熔
* * Pw=Iooxaw/(bx} ここで， awは1組の帯筋断蘭積， bは柱の幡， Xは帯筋の鶴橋
表-2 強度計算式
曲げ降伏モーメント司
My=0，8arの D+0.2伽向 D+0.5N. D( 1 ~ ~ ~ i ¥. B.D.FcJ 
曲げ強度 3)




l ~M/ω .D)+0.12 . ，・ υ1
1企監塾長(臼本建築学会指針式の)

















(N/mm2) (NI江田，2) (N/mm2) 
1-L65Tl 23.7 1.85 19700 
I-L65T2 22.8 1.80 19800 
1-L65T3 23.5 1.93 21300 
1-H65T3 23.5 1.64 22日00
I-L63T3 22.4 1.79 21200 












































































































































































-20(X 103rad) 2 !j.(X 10・3rad.)
自 10 -10 嶋5
Rx_， -4 

























































??、 ， ，? ?， ， ，?、 、(b)I-L65T2 
壁頂部回転角一水平変形路線
8 TV' (mm) 
6 




-5 3 10 -10 5 10 司5 -2 -10 5 
(0)1“L65Tl 





(X 10"目d.) Rx 
(X 1O"rad.) 
5 -3 5 10 1ー0 -5 -2 5 10 -10 
(b)I-L65T2 




5 10 10 5 -3 5 10 
(c)I-L65T3 
BIV1(m) 18 T u， (mm) 
6+ ーー 12 
(X一R一lx→O"rad.) l企 ー~一-F5て一=こ4弓位4主古Eι話一完一τ75← (×R1x 0.lrad.) 
-10 -5 -2 e- 5 10 -10 -5 -3 U 5 10 
(d)I-H65T3 
18 T u， (mm) 
12 
(×Rx 183悶d.) 手ーマ(高 rad.)一ー一→
10 5 -2 e- 5 10 1ー0 -5 -3 U 5 10 
(e)1司L63T3
~r ， (mm) 18千 u，(mm) 
12 
Rx 6 一(X→10')回d.) .， 。
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表-5 最大限力
E童書{直
加力 試験体名 tQmax P Uo* R 
方向
(kN) (kN) (NI 
2、(lO-3rad.l 
I-L65Tl 316 。 。 5.98 
正 IωL65T2 283 221 -1.95 4.78 
B日 I-L65T3 271 22  -1.95 力 I-H65T3 301 1ー.98
時 曜器量 257 22 2.01 181 21 叩2.03
I-L65Tl -303 。 。 5ー.38
負 j-L65T2 (-245) -222 1.95 -1.38 
カ日 j-L65T3 2ー15 108 -0.95 8.78 
力 243 110 -0.97 9.19 
時 IωL63T3 218 108 0.99 円 5.邑8



































cQbu cQsu Vu 
(kN) (kN) (kN) cObu cQsu Vu 
324 284 312 。98 1.11 1.01 曲げ
329 258 296 0.86 1.10 0.96 せん断
329 262 l03 0.82 1.03 0.89 せん断
346 282 l25 0.87 1 )7 0.93 せんl
328 249 ~76 0.78 1 )3 0.93 せん
288 247 264 0.63 0.73 0.69 せん
324 284 312 0.94 1.07 0.97 せんl
598 295 296 
187 263 303 1.15 0.82 0.71 曲げ
202 285 325 1.20 0.85 0.75 曲げ
187 249 276 1.17 0.88 0.79 磁げ
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